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CONECTIVITY WARRANTYBENEFITS

DESCRIPTION

APLICATIONS

FOR ALL TYPES OF SPACES

The interactive digital kiosks SAT is used as an advertising tool with high visual 
impact. Ideal for projecting high-quality personalized digital content thanks to the 
integration of a 24/7 industrial work PC. Ideal for managing company content and 
at the same time it is an interactive element thanks to the high durability touch 
screen it has and low consumption of Energy.

Ideal device for self-service and entertainment on the spot.

21" touch Screen
Virtual Menu for restaurants
Agile management of Interactive information

*Measures in millimeters

Manufactured under high quality 
standards
Waterproof and dustproof design
Heavy duty device
Didactic and attractive tool to show 
the contents of your business
Interactives Menus

USB RJ45 VGA HDMI
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TECHNICAL SPECIFICATION*

SPECIFICATION DESCRIPTION

PANEL PARAMETER

POWER SUPPLY

Power Supply  110 - 240V AC, 50Hz / 60 Hz

Panel Size  
Active Area  
Max Brightness  
Max Resolution  
Contrast Ratio  
Panel Life  
Responsitive Time  
Viewing Angle  
Touch Max Resolution  
Touch Type  
Transparency   
Scanning Speed  
Response Speed  
Communication  

21.5" 
47.66 x 26.81   
300  
1920 * 1080 
"1400:1
50000 Hours
4ms 
H178 / V178
4980 * 4980 
Capacitive touch (10 points) 
> 90%, up to 100% 
> 50 Scans / s 
<12ms 
USB

FEATURES

Suppor HD Vide, pictures and music    
Security and password protection, anti - thief design    
Set up time on/off    
Support remote controller    
Support safety lock system    

SUPPORT MEDIA FORMAT

MPEG1/2/4, AVI, RM, WMV, DAT, JPEG, BMP, PPT, WORD, EXCEL, TXT, MP3, RMVB, SWF Etc.
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TECHNICAL SPECIFICATION*

SPECIFICATION DESCRIPTION

ANDROID VERSION 

ANDROID VERSION

TEMPERATURE

Storage

Working

-20°C a 80°C

-10°C a 65°C

Dual Core. A20, 2G RAM + 8G ROM, Android4.4.2- wifi, WLAN, Bluetooth 

CPU I3, 4G RAM, 128G SSD, Integrated GPU, WiFi, RJ45, Windows 10 pro Supports 

CPU I5, 4G RAM, 128G SSD, Integrated GPU, WiFi, RJ45, Windows 10 pro Supports

CPU I7, 8G RAM, 256G SSD, Integrated GPU, WiFi, RJ45, Windows 10 pro Supports

Quad Core, RK3288 Chipset, 2G/4G RAM + 16G/32G ROM, Android 6.0 -WiFi, WLAN, Bluetooth 

Octa Core, A83 Chipset, 2G/4G RAM + 16G/32G ROM, Adroid 6.0- WiFi, WLAN, Bluetooth


